MBTA RESERVOIR STATION BUSWAY 


NIC MBTA GREEN LINE INBOUND PLATFORM 


CONCRETE CONDITIONS — EAST INBOUND PLATFORM ACCESS 


1 2'-2” WIDE x 1'-4” LONG 

zZ 5’-6” WIDE x 3” LONG THRU CuJ. 

) 4’-0” WIDE x 3’-2” LONG 

4 5’-6” WIDE x 6” LONG 

2) 5’-6” WIDE x 4’-0” LONG 

6 2’-0” WIDE x 1’'—8” LONG 

7 2'-4” WIDE x 1’-0” LONG THRU C.J. 
8 3’-0” WIDE x 2’-2” LONG THRU Cu. 
9 1’-10" WIDE x 7” LONG THRU CJ. 


10 5-6" WIDE x 1°-6" LONG THRU Cu. 


11. 5’-0" WIDE x 4” LONG 
12 5'-6" WIDE x 2’-—6” LONG ExST. CONCRETE WALL 


EXIST. EXPANSJON JOINT By pet SPLAT ee 


EXIST. HANDRAIL WITH \ 
SIEEL POSTS: EMBEDDED 


34’—0” 5’-0" ; {ee 
_ pgs ol EXIST. EDGE OF CONC. RAMP 
(TYP.) EEVEL 
EXIST. HANDRAIL WITH STEEL (8) LANDING EXKST. CONSTRUCTION JOINT 19 


POSTS EMBEDDED IN CONC. 
SIDEWALK (TYP.) 


Plotted on Jun-22 8:24 AM 


(STRUCTURAL).DWG 
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EXIST. CONCRETE WALL 
NOTES: q 
1. THE CONCRETE CONDITIONS ONLY ARE SHOWN. AREA OF CONCREF€ REPAIR IS LARGER PER 
THE REPAIR DETAILS. SEE REPAIR DETAILS ON SHEET 20. CONCRETE CONDITIONS INCLUDE 
DELAMINATED CONCRETE, SPALLED CONCRETE, PATCHED CONGRETE. EAST - INBOUND PLATFORM ACCESS RAMP 
SCALE: 2” = 17-0” 
2. STEEL HANDRAIL POSTS EMBEDDED IN THE CONCRETE~RAMP ARE NOT SHOWN. CONCRETE as 
REPAIRS MAY INCLUDE AREA AROUND POSTS. POSTS SHALL BE PROTECTED FROM DAMAGE FINAL DESIGN 
AND REMAIN IN—PLACE. MASSACHUSETTS BAY TRANSPORTATION AUTHORITY 
3. CONCRETE REPAIR AREAS SHALL BE MARKED IN THE FIELD BY THE CONTRACTOR. THE EMERGENCY REPAIR 
ENGINEER SHALL VERIFY ALL REPAIR-AREAS PRIOR TO DEMOLITION. THE ENGINEER MAY ye OF RESERVOln BUSWAY 
INCREASE REPAIR AREAS TO INCORPORATE ALL CONDITIONS. LEGEND: No. 50847 
ST MBTA GREEN LINE D - BRANCH 
4. THE EXISTING CONSTRUCTION JOINTS, CONTRACTION JOINTS, AND EXPANSION JOINTS ARE ><] —EXIST. EMBEDDED JUNCTION BOX CHESTNUT HILL AVENUE BUSWAY 
NOT ALL SHOWN. —EXIST. CONCRETE CONDITION CONSTRUCTION PLANS 
5. CARE SHALL BE FAKEN NOT TO DAMAGE EXISTING ELECTRICAL BOXES OR CONDUIT TD) BE EN EINEY EAST - INBOUND PLATFORM ACCESS RAMP 
EMBEDDED IN-CONCRETE. ¢) —CONCRETE REPAIR NUMBER 
mY) 101 WALNUT STREET 
6. CONDUJPJUUNCTION BOX IS DAMAGED, REPAIR OF JUNCTION BOX IS NOT IN THIS SCOPE OF 3! PO BOX 9151 
WOBK. Vhb WATERTOWN, MA 02472 
A 6/6/2022 ADDENDUM #1 - SHEET REMOVED FROM CONTRACT - NIC SJ SJ RC 6 { 7-924-1 770 
7 ALL CONCRETE SIDEWALK REPAIRS SHALL BE PERFORMED DURING NON—REVENUE HOURS am sear eae la Saiz 
AND THE CONCRETE REPAIR MATERIAL SHALL BE RAPID SET CONCRETE, SEE SHEET 03. HORIZ: AS NOTED DES.BY | DR.BY | CHK BY a ps 
VERT: AS NOTED ane ( 
DATE: APRIL 13, 2022 ie SHEET 14 OF 22 i 
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CHESTNUT HILL AVE NOTES: y 
1. FOR NOTES, SEE SHEET 14. 
WEST - OUTBOUND PLATFORM ACCESS RAMP 
CONCRETE CONDITIONS — WEST OUTBOUND PLATFORM“ACCESS RAMP: —— == kor io-<ce 
1. 1°=3” WIDE x 6” LONG (SEE NOTE 6) 
2. 17-1” WIDE x 9” LONG FINAL DESIGN 
3. 3-4" WIDE x 5° LONG MASSACHUSETTS BAY TRANSPORTATION AUTHORITY 
4. 6-0” WIDE x 4’—0” LONG EMERGENCY REPAIR 
S. 6 WIDE x 2—4 LONG STEPHEN OF RESERVOIR BUSWAY 
LEGEND: No, 50847 
ST MBTA GREEN LINE D - BRANCH 
xX —EXIST. EMBEDDED JUNCTION BOX CHESTNUT HILL AVENUE BUSWAY 
—EXIST. CONCRETE CONDITION CONSTRUCTION PLANS 
TO BE REPAIRED WEST - OUTBOUND PLATFORM ACCESS RAMP 
(#) —CONCRETE REPAIR NUMBER 
” 101 WALNUT STREET 
=vhb PO BOX 9151 
WATERTOWN, MA 02472 
A 6/6/2022 ADDENDUM #1 - SHEET REMOVED FROM CONTRACT - NIC SJ SJ RC 6 { 7-924-1 770 


HORIZ: AS NOTED DES. By DR. BY “cH BY ISSUE 


PLAN NO. / 


VERT: AS NOTED 


SJ | SJ | KR \ 
DATE: APRIL 13, 2022 SHEET 15 OF 22 


Plotted on Jun-22 8:24 AM 


(STRUCTURAL).DWG 


15063-01 RESERVOIR_HD 


EXIST. DRAIN CLEAN OUT 


EXIST. HSS 6x6 
—_——_,- _— 
- 


EXIST. BRICK PAVERS EXIST. DRAIN PIPE EXIST. HSS 6x6 COLUMN 
PROP. L24x24x% (TYP.) 
EXIST. DETERIORATION— = (TYP.) 
EXIST. DRAIN PIPE EXIST. SIDEWALK 2” (MAX. SEE NOTE) 4 
EXIST. CJ. (TYP.) ese COLLAR NT a | Pease 
REMOVE EXIST. REINF. S f 
CONC TO 4” MIN. 10” i a: (UI 
=| | | 
MAX. DEPTH TO REPAIR Vy EXIST. CONC. WALK EXIST. BASE PLATE 
EXIST. COLUMN | | | 
EXIST. HSS 6x6 COLUMN Ta EXISTING STAGE _1 


CANOPY SUPPORT TO BE 
REPAIRED 


EXIS |. “CONST: JOINT 


EXIST. CONC. WALK SCALE: lg? r= 0" 


EXIST. BRICK PAVERS 


a PROP. L25x29xi5 (TYP. 
EXIST. CONC. WALK BREEAM) EXIST. HSS 6x6 OR 
3 HSS 12x6 COLUMN — 


PROP. %” COVER PLATE 


COLUMN REPAIR STAGES - ELEVATION 


COLUMN REPAIR - PLAN 
SCALE: 13” = 17-0” 


EAS. SUE TNS 


FILL TOP GAP WITH 


5” 


EXIST. BASE PLATE 


alr 


4 
REMOVE EXIST COVER 
PLATE; REMOVE 
ABANDONED WIRES; 
CLEAN OUT DEBRIS 

MIN. 


STAGE 2 


COLUMN DETAI COLUMN HAND HOLE COVER 


SCALES 3. Sop 30) 


A SCALE: 19” = 1°-0” 


LIMITS OF CONC. REPAIR 


EXISI. JUNCTION EXIST. EDGE OF d EXIST. 
BOX — SIDEWALK —— 
a / 17-0” (MIN.) / 
x 


EXIST. EDGE OF Lz 
EXIST. ee B Abs a SIDEWALK / | 


EXPANSION JOINT, 
PROP. WWF SHALL 
TERMINATE 2” TO 
BAER: SIDE, OF 

EXPANSION JOINTS 


J Lf3 CONG: WALES. 


EXIST. EDGE OF ; 75 
6” (MIN.) 


SIDEWALK/CONC. neem Lael 


ieee , eo a 
MIN. MIN. 
es 


TROWEL 3” GROOVE 
FOR CONSTRUCTION 
JOINT 


AL f/f L LA 
REMOVE EXIST. 
REINF. CONC. | SL 


SIDEWALK : 
: 6” (MIN.) (TYP.) 
PROP. 1” SAWCUT 


AROUND PERIMETER 
OF CONC. REPAIR AREA 


PROP: “CONC, 
REPAIR 


LIMITS OF CONCRETE CONDITION 


EXISTING PROPOSED 


SCALES Tt" Sc 410" 


PROP. 1° SAWCUT AROUND 
PERIMETER OF REPAIR AREA 
PROP. CONC. SIDEWALK REPAIR 
PROP. WWF 6x6—W1.4 x W1.4 


TROWEL 3” GROOVE TO MA 
EXIST. CONSTRUCTION JOINT 


EXIST. COMPACTED FILL 
2” (TYP.) 


TYPICAL SIDEWALK REPAIR 
SCAIES WS =" 


NIC 


EXIST. BASE PLATE 


FILL TOP GAP WITH 
SEALANT (TYP.) 


aN 


CONCRETE ‘REPAIR LIMITS SHALL BE A 
BEYOND THE QETERIORATED/PATCHED CONCRETE. 


ALL REPAIRED CONCRS 
THE REPAIR SQUARE TO 


PROPOSED WWF SHALL BE NOCA 
REPAIRED CONCRETE 3” FROM 


JOINT SHALL EXTEND TO 1’—0O” BEYOND TH 


CI¥RS) 


Ae TOR. 


THE CONCRETE SHALL BY PLACED. TO MATCH EXISTING GRADE 


KLL CONCRETE SIDEWALK REPAIRS SHALL BE PERFORMED 


MATERIAL SHALL BE RAPID SET CONCRETE, SEE SHEET O38. 


STEEL REPAIR NOTES: 


1. 


SEE 
COVER PLATE REPLACEMENT. 


ALL EXIST. STEEL WITHIN 6” OF A REPAIR OR COVER PLATE 
REPLACEMENT SHALL BE CLEANED TO SSPC—-SP3, OR IO A 


PAINT MANUFACTURES WRITTEN RECOMMENDATIONS. 


ALL STEEL SHALL BE ASTM A3S6 PAINTED. 


EXPANSION 
MNIMUM OF 6” 

BQUARE WITH LIMITS OF 
THE RAMP/OR ADJACENT FEATURES. 


ED IN THE MIDDLE OF THE 


SHEET 13 OF 22 FOR LOCATION OF COLUMN REPAIR AND 


FLAME CUTTING OF NEW OR EXISTING STEEL IS NOT ALLOWED. 


WELD FABRICATION SHALL BE IN ACCORDANCE WITH THE LATEST 


EDITION ANSI/AWS D1.1, WHICHEVER IS MORE STRINGENT. 


RECORD PLANS ARE NOT CLEAR WHEN THE STRUCTURE WAS 


BUILT. TESTING FOR LEAD PAINT WAS NOT PERFORMED. 


THE 


CONTRACTOR IS REQUIRED TO PERFORM TESTING TO CONFIRM IF 
LEAD BASED PAINT IS PRESENT. 


FINAL DESIGN 


STEPHEN 
JAHNES 
No. 50847 


MASSACHUSETTS BAY TRANSPORTATION AUTHORITY 


EMERGENCY REPAIR 
OF RESERVOIR BUSWAY 


MBTA GREEN LINE D - BRANCH 
CHESTNUT HILL AVENUE BUSWAY 


STRUCTURAL REPAIR DETAILS 


A 


6/6/2022 


ADDENDUM #1 - DETAILS REMOVED FROM CONTRACT - NIC 


SJ 


RC 


ISSUE 


DATE 


DESCRIPTION 


CHKD. 


APP. 


" 101 WALNUT STREET 
SS PO BOX 9151 

Vhb WATERTOWN, MA 02472 
617-924-1770 


HORIZ: AS NOTED DES. By DR. BY “cH BY 


PLAN NO. 


VERT: AS NOTED 


SJ | SJ | KR 
DATE: APRIL 13, 2022 SHEET 20 OF 22 


ISSUE 


Plotted on Jun-22 8:24 AM 


(STRUCTURAL).DWG 


15063-01 RESERVOIR_HD 


